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(c) The affected boilers and process 
heaters listed in paragraphs (c)(1) 
through (4) of this section are not sub-
ject to the initial notification require-
ments in § 63.9(b) and are not subject to 
any requirements in this subpart or in 
subpart A of this part (i.e., they are not 
subject to the emission limits, work 
practice standards, performance test-
ing, monitoring, SSM plans, site-spe-
cific monitoring plans, recordkeeping 
and reporting requirements of this sub-
part, or any other requirements in sub-
part A of this part. 

(1) Existing small solid fuel boilers 
and process heaters. 

(2) Existing small liquid fuel boilers 
and process heaters. 

(3) Existing small gaseous fuel boil-
ers and process heaters. 

(4) New or reconstructed small gas-
eous fuel units. 

§ 63.7507 What are the health-based 
compliance alternatives for the hy-
drogen chloride (HCl) and total se-
lected metals (TSM) standards? 

(a) As an alternative to the require-
ment to demonstrate compliance with 
the HCl emission limit in table 1 to 
this subpart, you may demonstrate eli-
gibility for the health-based compli-
ance alternative for HCl emissions 
under the procedures prescribed in ap-
pendix A to this subpart. 

(b) As an alternative to the require-
ment to demonstrate compliance with 
the TSM emission limit in table 1 to 
this subpart based on the sum of emis-
sions for the eight selected metals, you 
may demonstrate eligibility for the 
health-based alternative for manganese 
emissions under the procedures pre-
scribed in appendix A to this subpart 
and comply with the TSM emission 
standards in table 1 based on the sum 
of emissions for seven selected metals 
(by excluding manganese emissions 
from the summation of TSM emis-
sions). 

[70 FR 76933, Dec. 28, 2005] 

TESTING, FUEL ANALYSES, AND INITIAL 
COMPLIANCE REQUIREMENTS 

§ 63.7510 What are my initial compli-
ance requirements and by what 
date must I conduct them? 

(a) For affected sources that elect to 
demonstrate compliance with any of 
the emission limits of this subpart 
through performance testing, your ini-
tial compliance requirements include 
conducting performance tests accord-
ing to § 63.7520 and Table 5 to this sub-
part, conducting a fuel analysis for 
each type of fuel burned in your boiler 
or process heater according to § 63.7521 
and Table 6 to this subpart, estab-
lishing operating limits according to 
§ 63.7530 and Table 7 to this subpart, 
and conducting CMS performance eval-
uations according to § 63.7525. For af-
fected sources that burn a single type 
of fuel, you are exempted from the ini-
tial compliance requirements of con-
ducting a fuel analysis for each type of 
fuel burned in your boiler or process 
heater according to § 63.7521 and Table 6 
to this subpart. 

(b) For affected sources that elect to 
demonstrate compliance with the emis-
sion limits for HCl, mercury, or TSM 
through fuel analysis, your initial com-
pliance requirement is to conduct a 
fuel analysis for each type of fuel 
burned in your boiler or process heater 
according to § 63.7521 and Table 6 to 
this subpart and establish operating 
limits according to § 63.7530 and Table 8 
to this subpart. 

(c) For affected sources that have an 
applicable work practice standard, 
your initial compliance requirements 
depend on the subcategory and rated 
capacity of your boiler or process heat-
er. If your boiler or process heater is in 
any of the limited use subcategories or 
has a heat input capacity less than 100 
MMBtu per hour, your initial compli-
ance demonstration is conducting a 
performance test for carbon monoxide 
according to Table 5 to this subpart. If 
your boiler or process heater is in any 
of the large subcategories and has a 
heat input capacity of 100 MMBtu per 
hour or greater, your initial compli-
ance demonstration is conducting a 
performance evaluation of your contin-
uous emission monitoring system for 
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carbon monoxide according to 
§ 63.7525(a). 

(d) For existing affected sources, you 
must demonstrate initial compliance 
no later than 180 days after the compli-
ance date that is specified for your 
source in § 63.7495 and according to the 
applicable provisions in § 63.7(a)(2) as 
cited in Table 10 to this subpart. 

(e) If your new or reconstructed af-
fected source commenced construction 
or reconstruction between January 13, 
2003 and November 12, 2004, you must 
demonstrate initial compliance with 
either the proposed emission limits and 
work practice standards or the promul-
gated emission limits and work prac-
tice standards no later than 180 days 
after November 12, 2004 or within 180 
days after startup of the source, which-
ever is later, according to 
§ 63.7(a)(2)(ix). 

(f) If your new or reconstructed af-
fected source commenced construction 
or reconstruction between January 13, 
2003, and November 12, 2004, and you 
chose to comply with the proposed 
emission limits and work practice 
standards when demonstrating initial 
compliance, you must conduct a second 
compliance demonstration for the pro-
mulgated emission limits and work 
practice standards within 3 years after 
November 12, 2004 or within 3 years 
after startup of the affected source, 
whichever is later. 

(g) If your new or reconstructed af-
fected source commences construction 
or reconstruction after November 12, 
2004, you must demonstrate initial 
compliance with the promulgated 
emission limits and work practice 
standards no later than 180 days after 
startup of the source. 

[69 FR 55253, Sept. 13, 2004, as amended at 71 
FR 70660, Dec. 6, 2006] 

§ 63.7515 When must I conduct subse-
quent performance tests or fuel 
analyses? 

(a) You must conduct all applicable 
performance tests according to § 63.7520 
on an annual basis, unless you follow 
the requirements listed in paragraphs 
(b) through (d) of this section. Annual 
performance tests must be completed 
between 10 and 12 months after the pre-
vious performance test, unless you fol-

low the requirements listed in para-
graphs (b) through (d) of this section. 

(b) You can conduct performance 
tests less often for a given pollutant if 
your performance tests for the pollut-
ant (particulate matter, HCl, mercury, 
or TSM) for at least 3 consecutive 
years show that you comply with the 
emission limit. In this case, you do not 
have to conduct a performance test for 
that pollutant for the next 2 years. You 
must conduct a performance test dur-
ing the third year and no more than 36 
months after the previous performance 
test. 

(c) If your boiler or process heater 
continues to meet the emission limit 
for particulate matter, HCl, mercury, 
or TSM, you may choose to conduct 
performance tests for these pollutants 
every third year, but each such per-
formance test must be conducted no 
more than 36 months after the previous 
performance test. 

(d) If a performance test shows non-
compliance with an emission limit for 
particulate matter, HCl, mercury, or 
TSM, you must conduct annual per-
formance tests for that pollutant until 
all performance tests over a consecu-
tive 3-year period show compliance. 

(e) If you have an applicable work 
practice standard for carbon monoxide 
and your boiler or process heater is in 
any of the limited use subcategories or 
has a heat input capacity less than 100 
MMBtu per hour, you must conduct an-
nual performance tests for carbon mon-
oxide according to § 63.7520. Each an-
nual performance test must be con-
ducted between 10 and 12 months after 
the previous performance test. 

(f) You must conduct a fuel analysis 
according to § 63.7521 for each type of 
fuel burned no later than 5 years after 
the previous fuel analysis for each fuel 
type. If you burn a new type of fuel, 
you must conduct a fuel analysis be-
fore burning the new type of fuel in 
your boiler or process heater. You 
must still meet all applicable contin-
uous compliance requirements in 
§ 63.7540. 

(g) You must report the results of 
performance tests and fuel analyses 
within 60 days after the completion of 
the performance tests or fuel analyses. 
This report should also verify that the 
operating limits for your affected 
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